
   

 

  

 Get LBA Status, Verify, Copy 

 Zoned Namespace Command Set 

 Host Memory Buffer with Max Descriptor Entries and Min Entry Size 

 Replay Protected Memory Block SHA-256 Authentication Key 

 Read Physical Memory Entry in Host Memory Buffer and Boot Partition 

 Larger Queue Entries in IO Queues 

 Administrative Controller 

NVMe Features and NVMe Spec 1.4 

 Async Event, Zone State 

 New Status Type/Code  

 The data returned from: 

 Identify with new CNS 

 Get Log with new LID 

 Reservation Report 

 ZNS Receive 

 TCG Level 0 Discovery w/ new Feature set 

User Friendly Interpretation 

 TCG Level 0 Discovery – 

 Shadow MBR for Multiple Namespaces 

 SIIS Feature Descriptor 

 Configurable Namespace Locking 

Descriptor with Minor Version and SUM_C 

 Block SID with Freeze Locking SP 

 Assign with AssignToSUMRange 

New TCG Features 

DriveMaster 9 

New Major Features 
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Hundreds of New and Updated NVMe Commands and Variables 

 

Persistent Event – 

NVM Subsystem Hardware Error 

 

An excerpt of NVMe Persistent Event Log interpreted by DM9 
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Persistent Event Entries 
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